


Maintenance Intervals*

ITEM MI/KM/HR† SEVERE DUTY SHORT-HAUL LONG-HAUL

Engine Oil and 
Filter Change**

Miles 35,000 40,000 55,000 

Kilometers 56,000 64,000 89,000 

Hours 750 1000 –

Fuel Filter 
Change

Miles 35,000 40,000 55,000 

Kilometers 56,000  64,000 89,000 

Hours 750 1000 –

Valve Lash 
Adjustment

Miles Adjust at 100,000, at 500,000 and 
then every 500,000 thereafter.

Kilometers Adjust at 160,000, at 800,000 and 
then every 800,000 thereafter.

* Maintenance intervals using Detroit Fluids Speci� cation 93K222 (CK-4) or 93K223 (FA-4) Approved Oils.
** Recommended based on using Detroit’s lube oil and oil analysis program. 
 Severe duty is up to 30,000 annual miles (48,000 kilometers) and a vehicle that averages less than 5 miles per gallon (mpg). 
 Short-haul is between 30,000 and 60,000 annual miles (48,000-96,000 kilometers) and a vehicle that averages 
 between 5.1 and 5.9 mpg. 
 Long-haul is over 60,000 annual miles (96,000 kilometers) and a vehicle that averages between 6.0 and 6.9 mpg.
 Fuel economy represents overall fuel economy (including idle time).

† Miles/Kilometers or Hours, whichever occurs � rst.

DD13

WARRANTY LIMITS 
(WHICHEVER OCCURS FIRST)

REPAIR CHARGE 
(PAID BY OWNER)

MONTHS MILES / 
KILOMETERS PARTS LABOR

Engine 0-24 Unlimited No charge No charge

Injectors 0-24
200,000 mi 
 320,000 km

No charge No charge

Upon expiration of the 24-month warranty coverage, 
but within 500,000 mi / 800,000 km of use, the warranty continues to apply as follows:

Major 
Components

25-60 
500,000 mi 
 800,000 km

No charge Not covered

Standard Warranty

1-800-445-1980    •    DEMANDDETROIT .COM

Note: A Detroit torsional coupling (p/n A4712370038) is required in the REPTO driveline. Engine Power take-off (REPTO/FEPTO) requires prior Detroit Application Engineering approval.

DD13 Programmable Functions for use 
with Power Take-off

• Adjustable minimum/maximum engine speed

• Adjustable ramp rate

• Engine torque limiting

• Preset engine RPM options

• Limiting speed governor or variable speed governor

• Throttle pedal override function

• Vehicle speed limit

• Drop-out for clutch/park or service brake

TECHNICAL SPECIFICATIONS
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ACCESSORY/LOCATIONDRIVE RATIO ROTATION OUTPUT FLANGE
CAPACITY IN LB-FT 

@ ENGINE RPM
MAXIMUM PERMISSIBLE 

JOINT ANGLE
COMMENTS

REPTO

Accessory Drive (REPTO) 
RHS  of engine @ 1:00 
o’clock position  on � y 
wheel housing

1.217:1
CCW 

(viewed from 
rear of engine)

Spicer 1350 650 Nm/479 lb-ft
@ 1800 RPM 6 degrees Only available on 

SAE#1 � ywheel housing

FEPTO

Front Crankshaft Mounted 1:1
CCW 

(viewed from 
rear of engine)

Spicer 1350 813 Nm/600 lb-ft
@ 1800 RPM N/A N/A


